
08-2 Connector Bolts
Joint Connector Bolt
* Material: C1008 steel unhardened or stainless steel
* Thread: wood thread
* Finish: zinc, yellow zinc, brass, antique copper or black oxide
* Head type: cylinder head
* Recess type: 4mm hex

1088  Hex Washer Head Lag Screw
* Material: C1008 steel unhardened or stainless steel
* Head type: hex washer head 
* Thread: wood thread
* Finish: zinc, yellow zinc, antique copper or black oxide

 Item No.          Size (D)            Length (L)
 1088                   Ø8.0mm           65, 70 & 75mm

 Item No.          Type              Size (D)          Length (L)
 1141                 JCB-BW         Ø7.0mm         30 ~ 100mm

* Also available with Ø6.3mm

JCB-CW (1142)

JCB-BW (1141)

 Item No.          Type              Size (D)          Length (L)
 1142                 JCB-CW         Ø7.0mm         30 ~ 100mm

* Also available with Ø6.3mm

JCB-DW (1005)

 Item No.          Type              Size (D)          Length (L)
 1005                 JCB-DW         Ø7.0mm         30 ~ 100mm

* Also available with Ø6.3mm

1250  Hex Head Wood Screw
* Material: C1018 steel hardened
* Type: hex head with type 17
* Finish: zinc or yellow zinc

 Item No.          Size (D)                Length (L)
 1250                  #12 or #14           40 ~ 100mm
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